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AUDIO OVER IP LInk



PRODUcT DeScRiPTiOn

the new frontier of link communication: audio Over 
Ip stand-alone link. full duplex/bidirectional audio 
Connection. Connection via uMtS Modem or LaN. 
Icecast 1.x, icecast 2.x, shoutcast compatible. 
Web Server Configuration. High quality audio. p2p/
p2Mp configuration. balanced audio Input/Output. 
Compatible with digital audio Link.

Audio Over IP Link IPA 200

PRODUCT DESCRIPTIOn
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•	full duplex/bidirectional audio Connection 

•	Connection via uMtS Modem, LaN 

•	 Icecast 1.x, icecast 2.x, shoutcast compatible

•	Web Server Configuration

•	High Quality audio

•	p2p/p2Mp configuration

•	balanced audio Input/Output

•	point to point Links

•	bidirectional Links 

•	point to Multipoint Connections

•	audio distribution for p.a.

•	audio Over Ip distribution

appLICatIONS

MaIN featureS



main feaTUReS Transport Protocols udp, rtp

configuration Web Interface, IOS and aNdrOId app

Sampling Rate 32/44.1/48 kHz

Rfe cODec alaw(g.711) 8 bit

OGG Vorbis bitrate: Kbit/sec (from 64 to 250)
Quality: 0(better), 1,2,3,4,5(default), 6,7,8,9(Worst)

mPeG1-l3 (mP3) bitrate: Kbit/sec (from 8 to 320)
Quality: 0(better), 1,2,3,4,5(default), 6,7,8,9(Worst)

mP4-aac Kbit/sec (from 8 to 320)

OPUS Kbit/sec (from 8 to 320) 

ShOUTcaST/
icecaST cODec

Transmitting mode Mp3, OGG(Icecast 2.x), Opus(Icecast 2.4)

Receiving mode aaC+, aaC, Mp3, OGG(Icecast 2.x), Opus(Icecast 2.4)

cOnnecTiOnS RJ45 full duplex Ieee 802.3 10/100Mb/s

USB 2.0 full Speed

3 x XlR female Input

2 x XlR Male Output
1 x Optical connector

Jack Headphone Output

Jack Microphone Input (Mono/Stereo)

GeneRal input Power 12÷36 VaC 50/60 Hz, 6÷50 VdC (max 10W)

Operating temperature -5°C to +50°C

mounting Half 19” chassis 1 u rack

Size W x 227 mm. d x 153 mm. H x 44 mm

Weight ~ 1,0 Kg

aUDiO analOG audio input impedance Selectable 600 ohm 15 Kohm balanced

audio input level -18 to +18 dbm

input connector XLr female

audio frequency Response ±0.2 db, 20 Hz to 15 KHz

Total harmonic Distortion 0.03% @ 400 Hz

S/n Ratio <= -70 db @ output nominal level

channel separation <= -70 db @ 1KHz

audio Output impedance 600 ohm balanced

audio Output level +12 dbm

Output connector XLr male

audio mode dual audio, Single audio, Stereo

aeS/eBU  
OPeRaTiOn

audio Digital impedance 110 ohm

audio Digital input -30.0 dbfs to 0dbfs

input connector XLr female, Optical female

Data format eIaJ Cp1201, IeC-60958, aeS3,S/pdIf

D/a converter 24 bit

Sampling frequency from 32 to 192 KHz
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