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1 MANUAL ORGANIZATION

The manual is composed of the following sections:

− section 1 ”Operator’s Manual” including general information, installation guide, operating instructions,. . . . .
maintenance;

− section 2 ”Technical Manual” dealing with units and sub−units which make up the equipment;. . .

2 CIRCUIT DIAGRAMS (HOW TO CONSULT THEM)

2.1 Acronyms

CIRCUIT DIAGRAMS ARE IDENTIFIED BY ACRONYMS AFTER THE DRAWING NUMBER (I.E.: 6320636082IC).
A LIST OF THE ACRONYMS USED IS GIVEN HERE BELOW:

acronym explanation
IC wiring diagram
ED circuit diagram
CL component layout
ML Mechanical layout

2.2 Classification of wiring cables

Wiring cables (unipolar, multipolar, flat cables) are identified by an alphanumeric code on circuit diagrams; this code
is composed of 4 digits as follows:
− 1st digit is ’W’ (for wiring)
− 2nd digit identifies the type of wiring (e.g.: ac connections, dc connections, RF connections etc.) as follows:

1 for AC connections;. . .

2 for DC connections;. . .

3 for RF connections;. . .

4 for LF connections;. . .

5 for logic signals, alarms connections.. . .

− 3rd and 4th digits indicate the progressive numbering for each type of wiring.

W312

twelfth RF cable
RF connection
wiring cable

W207EXAMPLE

seventh DC cable
DC connection
wiring cable

2.3 Connection of wiring cables

The wiring cables between two connectors, are always intended pin−to−pin unless otherwise specified. In the event
the wiring is not pin−to−pin, it is shown on the drawing.

2.4 Symbols and identifications of connectors/terminal blocks

Connectors and terminal boards arranged inside an equipment, a unit or a board, are identified on the associated
circuit diagram, by symbols as follows:

symbol objetc
Both for connectors and terminal blocks, the numbering is
progressive within each equipment, unit, or board; that is on a
general wiring diagram two or more ”J6” (or ”K3”) may exist
because they are arranged inside different equipment, unit or
board.

Male and female connectors are identified respectively by “J”
and “P” in some circuit diagrams before the year 2000.

However a connector (or terminal block) will always have the
same identification number both on the general wiring dia-
gram of the unit and on the general wiring diagram of the
equipment where the unit is arranged.

male connector
identified by “Jx”
female connector
identified by “Jx”
terminal block
identified by “Kx”
coaxial cable
identified by “Wx”
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3 SAFETY INFORMATION

3.1 Introduction

The equipment fully complies with the requirements for the safety of personnel as specified in IEC 215 rules. The
equipment, if operated per specification, is designed and manufactured to protect the operator from high voltage,
heat, radiation and other dangers.

Warning labels are attached to enclosures and/or various assemblies to identify potentially dangerous conditions to
the operator. These Warning labels must be adhered to.

3.2 Warning, Cautions and Notes

Throughout the manual Warning and Cautions notices are used to identify procedures, conditions and materials that
could be potentially cause death, injury or damage to equipment.

WARNING!

Used to indicate a potential hazard that requires correct procedures or practises
in order to prevent personal injury or damage to equipment.

CAUTION!

Used to indicate correct operation or maintenance in order to prevent damage to,
or destruction of equipment or other property.

NOTE!

Used to highlight important information or procedures.

�
Tips on how alert the operator faster or easier to complete a task

TIP
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3.3 Hazard symbols

Throughout the manual hazard symbols are used to alert the operator of a potential hazard related to the operation to
be carried out.

Warning

Danger of getting crushed
when working with loads.

Danger of falling off ladders
while working

Danger when lifting heavy
loads.

Danger of getting hands
crushed when working.

Danger of burns on contact
with hot surfaces.

Shock hazard

3.4 Beryllia devices

WARNING

components inside
Beryllium Oxide

BeO
!

Some units or parts of the equipment may contain beryllia
devices. Normally these components can be handled without
risk, but there is a toxic hazard if beryllia dust from a damaged
component is inhaled or implanted in the skin.

Units or parts containing beryllia oxide are identified by the
label shown on the left.

For handling and disposal of beryllia devices, refer to “Safety
Precautions” section, para 3. − “SPECIFICATION ON HAN-
DLING AND DISPOSAL OF BERYLLIA DEVICES“.
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1.2 GENERAL INFORMATION

Fig. 1.2 − MEX II general bklock diagram

INTERCONNECTION
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1.2.1 Amplifier section

It is made up by a single pallet with a hybrid amplifier module and two MOSFET devices which
are made to work in class “A”. The gain is 32 dB � 0.5 dB and the pallet is able to deliver
1Wrms. The power supply voltage is  26VDC.

The dierctional coupler picks−up samples proportional to forward and reflected output power:
the forward power sample is used for monitor and AGC purposes while the reflecetd power
sample is routed to a control circuitry which performs the control of the amplifier functioning.

RF IN

Fig. 1.3 − RF section Block diagram

RF PALLET

BIAS CIRCUITS

Vg

Vg

Vd

Vd

LDMOS cl. A

INPUT
BALUN

&
MATCHING

OUTPUT
BALUN

&
MATCHING

INPUT
BALUN

&
MATCHING

OUTPUT
BALUN

&
MATCHING

LDMOS cl. A

RF OUT

RF Monitor

AGC



MEX II

15 44/
Technical Manual

2. OPERATING INSTRUCTIONS
2.1 INTRODUCTION 17. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.2 CONTROLS AND INDICATORS 17. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.3 MAINS CONNECTION 20. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.4 NAVIGATION 20. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.4.1 Keyboard functions 20. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.4.2 Indications and symbols used on screen−shots 20. . . . . . . . . . . . . . . . . . . . . . .
2.4.3 General information on data displaying 21. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.4.4 Menus 22. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5 REMOTE CONTROL (WEBSERVICE OPERATION) 26. . . . . . . . . . . . . . . . . . .
2.5.1 MEX II Webservice main page 26. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1 Webservice − Operation principle 27. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.1 Control panel configuration 27. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.2 Parameter control for Main Function Block 28. . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.3 Parameter control for Specific Function Block 29. . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.4 Parameter control for Interface point 30. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.5 Access to system parameters 31. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.1.1.6 Setting of a parameter value 32. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.2 Transmitter Webservice interface 33. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
2.5.2.1 Webservice operations (Command execution) 34. . . . . . . . . . . . . . . . . . . . . . . .
2.6 CHANGING THE TRANSMISSION CHANNEL (FREQUENCY) 35. . . . . . . . .
2.7 REGULATION OF RF OUTPUT POWER 35. . . . . . . . . . . . . . . . . . . . . . . . . . . .

LIST OF TABLES
Tab. 2.1 − MEX II front panel legend (ref. Fig. 2.1) 17. . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Tab. 2.2 − MEX II rear panel legend (ref. Fig. 2.2) 19. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Tab. 2.3 − List of indications and symbols used on screen−shots 20. . . . . . . . . . . . . . . . .

LIST OF ILLUSTRATIONS
Fig. 2.1 − MEX II front panel 17. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Fig. 2.2 − MEX II rear panel 19. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Fig. 2.3 − Display indications 21. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Fig. 2.4 − Menu family tree 22. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

2

O
P

E
R

A
T

IN
G

IN
S

T
R

U
C

T
IO

N
S



MEX II

16 44/
Technical Manual



MEX II

17 44/
Technical Manual

2: OPERATING INSTRUCTIONS

2.1 INTRODUCTION

The present chapter describes all the control and indicators available to the operating per-
sonnel and the correct ways in which to use MEX II unit.

2.2 CONTROLS AND INDICATORS
The following Tab. 2.1 refers to Fig. 2.1 in which the front panel of MEX II unit is shown.

Fig. 2.2 shows the rear panel of MEX II, Tab. 2.2 refers to this figure.

Each number of the tables marks and indicator, connector, test point etc. located on the pan-
els. A simple description of the function carried out is given for each number.

Fig. 2.1 − MEX II front panel

3 4 5 6 71 2

Tab. 2.1 − MEX II front panel legend (ref. Fig. 2.1)

No. LABEL FUNCTION

ÁÁÁÁ
ÁÁÁÁ

1 ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ

ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ

USB connection used only by Itelco for maintenance purposes.
Do not use for communication with DVB−T2 modulator.

ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ

2
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ

RF MONITOR
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ

Monitor connector (SMB female); it allows monitoring the RF out-
put signal of the unit.

ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ

3 ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ

ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ

LCD display of the unit; shows information and data relevant to
the functioning of MEX II (4 lines x 30characters).

4 EXCITER Led indicator (green/red); indicates MEX status according to the
colours, as follows:

BLUE MEX is delivering its nominal RF output power;
BLUE ( blinking) warm up at the switching−on (approx. 30sec);

within this time interval all alarms are inhibited;
BLUE/RED (blinking)warning condition of MEX (MEX is still wor-

king);
RED failure condition of MEX (no RF ouput power);
OFF MEX is in STOP condition (EXCITER RF

OFF).

ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ
ÁÁÁÁ

ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ

TRANSMITTER ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ

Led indicator (green/red); it is active only when MEX operates
also as control logic of the transmitter where it is housed. Accor-
ding to the colour, it shows the transmitter status, as follows:

BLUE the transmitter is delivering its nominal RF out-
put power;

BLUE/RED (blinking) warning condition of the transmitter (transmit-
ter is still working);

RED failure condition of the transmitter (no RF
ouput power);

OFF when the transmitter is in STOP condition.

ON AIR Led indicator (green); NOT USED.
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Tab. 2.1 − MEX II front panel legend (ref. Fig. 2.1)

No. FUNCTIONLABEL

5 Push−buttons; allow setting the operating conditions of the unit:
START Push−button; it is active only if local

functioning mode has been set. Under
this condition, it operates as follows:
� if MEX operates only as exciter starts
the unit;
� if MEX operates as TX CTRL LOGIC
starts TX.
When pushed, the associated green
led, lights up.

STOP Push−button; it is active only if local
functioning mode has been set. Under
this condition, it operates as follows:
� if MEX operates only as exciter swit-
ches−off the unit;
� if MEX operates as TX CTRL LOGIC
switches−off TX.
When pushed, the associated red led,
lights up.

ESCAPE Push−button; it allows to quit from cur-
rent menu.

LOCAL/REMOTE Push−button which allows local/remote
control of the equipment. When local
mode is selected, “START” and “STOP”
push−buttons and the keyboard are
enabled. When remote mode is
selected, “START” and “STOP” push−
buttons and the keyboard are disabled.

6 Controller keyboard. It allows accessing the menu (listed on
right−hand side of the display) and setting the functioning param-
eters of MEX.
Accessing the menu and setting of the parameter is as follows:
− ”�” and ”�” arrows select the menu; once accessed the menu,

select the parameter to be changed; change the values of the
parameters inside a menu.

− ”�” and ”	” arrows allow scrolling the pages of each menu.
− “OK” is used to access the selected item. In the editing mode

(set−up of a parameter) enter the datum.

ÁÁÁÁ
ÁÁÁÁ

7 ÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁ

ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ

Grid for the inlet of the cooling air of the unit.
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Fig. 2.2 − MEX II rear panel

1 2 3

121314

87 9 10

11

4 5 6

15

Tab. 2.2 − MEX II rear panel legend (ref. Fig. 2.2)

No. LABEL FUNCTION

1 Line socket.

2 Extractor fans of the exhaust air.

3 Connector (N female); RF signal output of MEX II.

4 FWD Connector (SMA female; 50�/0dBm; +3/−7dBm); input connector of
the forward power signal outgoing from an external directional cou-
pler  (before filter; for relevant measurement displayed on the front
panel display).

RFL Connector (SMA female; 50�/0dBm; +3/−7dBm); input connector of
the reflected power signal outgoing from an external directional cou-
pler (for relevant measurement displayed on the front panel display)

5 10MHz OUT Connectors (SMA female); output of 10MHz reference signal.

10MHz IN Connector (BNC female); input of 10MHz reference signal.

6 1PPS OUT Connectors (SMA female); output of 1PPS reference signal.

1PPS IN Connector (BNC female); input of 1PPS reference signal.

7 SENSE 1/SENSE 2 NOT USED

8 CAN1/CAN2 Connectors (RJ−45); allow the connection to a Controller Area Net-
work serial bus.

9 GbE Connector (RJ−45); it allows ethernet control and monitoring over
TCP/IP at 10Gb/s. NOT MOUNTED

10 TX ETH Connector (RJ−45); it allows ethernet control and monitoring over
TCP/IP of the transmitter where MEX is housed.

11 ASI1/2 Connectors (BNC female); DVB serial type MPEG2 Transport
Stream inputs.

12 ETH Connector (RJ−45); it allows ethernet control and monitoring over
TCP/IP of the modulator.

13 ASI OUT NOT USED

14 GPS Connectors (SMA female);input of the signal from GPS.

15 Grounding screw of the frame.
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2.3 MAINS CONNECTION

The unit is connected to the mains by means of line socket ([1] on Fig. 2.2) on rear panel. The
mains must have the following characteristics:

	 80 to 220 Vac, 50/60 Hz.

A suitable external protection must be used with a maximum current of 6A.

2.4 NAVIGATION

The controller keyboard allows monitoring and/or setting the functioning parameters of MEX
II. Several menus are available to the operator who can access them by the keyboard ([6] on
Fig. 2.1) on unit front panel.

2.4.1 Keyboard functions

Accessing the menu and setting of the parameter is as follows:

� ”�” and ”	” arrows select the menu; once accessed the menu, move the cursor under
digits of a parameter to be changed (with ”�” and ”�” arrows);

� ”�” and ”�” arrows allow scrolling items of each menu.
In the editing mode (set−up of a parameter, after “OK” is entered) allow setting the digit to
be changed.

� “OK” is used to access the selected item. In the editing mode (set−up of a parameter) enter
the datum.
If no setting is performed within about 10 sec, the controller exits from the editing mode.

� “ESCAPE” push−button allows to quit from the current menu or from the editing of a para-
meter.

KEEP IN MIND THAT:

for numerical parameter to be set, ”�” arrow increases the value, ”�” arrow decreases
the value.

For non−numerical parameters (the ones with a limited number of options, also numer-
ical) ”�” and ”�” arrows change directly to next option.
If no key is pressed within about 10 sec, the settings will be cancelled.

At the end of the settings these ones must be saved, otherwise after a switching−off of
the unit, the settings will be lost.

2.4.2 Indications and symbols used on screen−shots

Here below a list of the indications and symbols used on the screen−shots of the menu, is
given along with a short explanation.

Tab. 2.3 − List of indications and symbols used on screen−shots

symbol meaning

Located inside the page of an accessed menu, indicate the parameter
selected:
− >  <  indicates a non−editable parameter (only reading)
N.B.: a parameter may be editable under certain conditions and non−edit-
able under other conditions.

Located inside the page of an accessed menu, indicate the parameter
selected:
− 	 �   indicates an editable parameter
N.B.: a parameter may be editable under certain conditions and non−edit-
able under other conditions.

� Indicates parameters to be saved on the flash memory.
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2.4.3 General information on data displaying
At the switching−on and after a while, the unit shows the default menu shown on Fig. 2.3.

Fig. 2.3 − Display indications

DEFAULT
SCREEN SHOT exciter RF output

power Indication (dB)

read only
parameter

(>   <)

current menu

settable
parameter

(	�)

signal type
in use

software
version

current menu

TX status Indication:
�  WARM UP
�  MOD. NO COMM.
�  MUTING
�  NORMAL
�  WARNING
�  FAULT

TX RF output power
Indications forward
and reflected (W)
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2.4.4 Menus
This paragraph gives information on controller menus and submenus, available to the opera-
tor on unit display. A family tree of the menus available to the operator is shown in Fig. 2.4.

Fig. 2.4 − Menu family tree

EXC. OUT
TX FWD
TX RFL
TX NORMAL

� itelco

v.2.16.0
TX DVB−T

< TX  IP >

IP ADDRESS
NETMASK

< EXC.  IP >

IP ADDRESS
NETMASK

< SETTINGS  >

RF
POWER SETTINGS
OPERATION MIODE
OUTPUT LEVEL
AGC CORRECTION
LEVEL OFFSET
EX. P. OUT CALIB.
AGC
EX. P. OUT ALM TH.
EXC. OUT F. SCALE
CAN 1
CAN 2
HPA TYPE
TX FWD ALM TH.
TX FWD F. SCALE
TX FWD CALIB.
TX RFL CALIB.
� SAVE SETTINGS

< SYSTEM  >

VSWR
CONTROL
POWER OUT
UNB. LOAD TEMP,
UNB. LOAD PWR
CABINET TEMP.
EXT. INTERLOCK

< INPUT  >

ACTIVE TS
PRIM. TS SOURCE
SEC. TS SOURCE
MODULATOR MODE

< TS PRIMARY >

SYNC LOSS

< TS SECONDARY >

SYNC LOSS

< REFERENCE >

REFERENCE
SOURCE
EXT. 1PPS
INT 10 MHz
E. 10 MHz
E. 10 MHz HOLDOVER
E. 1PPS HOLDOVER

< RF OUT >

OUT FREQ. [Hz]
RF SYNTHESIS
RF OUT

< HPA 1 >

POWER OUT
REFLECTED
POWER IN
V AMP
HEAT SINK T.
PRE DRIVER
FINAL 1
FINAL 2
FINAL 3
HPA STATUS
POWER SUPPLY
INHIBIT
P.S.STATUS
OVERDRIVE
VSWR
TRI PLOCK OUT

< HPA 2 >

POWER OUT
REFLECTED
POWER IN
V AMP
HEAT SINK T.
PRE DRIVER
FINAL 1
FINAL 2
FINAL 3
HPA STATUS
POWER SUPPLY
INHIBIT
P.S.STATUS
OVERDRIVE
VSWR
TRIP LOCK OUT

< CAN BUS >

HPA 1
HPA 2
PIB

< DETAILS >

SCPI CODE 1
SCPI CODE 2
SW VERSION
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< TX  IP  >
> IP ADDRESS shows TX IP address (i.e.: 010.000.011.150)
> NETMASK shows TX netmask (i.e.: 255.255.000.000)
< EXC  IP  >
> IP ADDRESS displays IP address of the unit
> NETMASK displays netmask of the unit
<  SETTINGS>
	 RF enables (ON) disables (OFF) the RF output power
	 POWER SETTING sets the level (as percentage of nominal power) of the unit

output power

	 OPERATION MODE sets the operation mode of the unit (LOCAL, REMOTE). The new
setting must be confirmed.
− LOCAL : set−up of unit parameters is allowed only

locally, but through web server it is possible
displaying parameters set−up, alarms and
event log.

− REMOTE: set−up of unit parameters is allowed only
remotely.

> OUTPUT LEVEL shows the RF output level (dB) of the unit
> AGC CORRECTION shows the current value (dB) of the correction operated by

AGC circuit.

	 LEVEL OFFSET set the the offset value (dB) of the output level.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 EX. P.OUT CALIB. sets the measurement calibration of the unit output power.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 AGC enables (ON) disables (OFF) the AGC function.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 EX.P.OUT ALM TH. sets the alarm threshold (dB) of the unit RF output power from
−10dB through 0.0dB in respect to the nominal output power.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 EXC.OUT F. SCALE sets the full scale indication of the unit output power.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 CAN1 setting reserved when MEX−II operates as logic unit of equi-
pment. Settings allowed:

− NOT USED (MEX−II not operating as logic unit of
equipment);

− MASTER [TX+1HPA] (MEX−II operating as logic unit of equi-
pment with 1HPA);

− MASTER [TX+2HPA] (MEX−II operating as logic unit of equi-
pment with 2HPA);

− TX WMETER NO CAN (MEX−II not managing peripherals, but
enabling the internal wattmeter for
FWD and RFL power measurements);
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	 CAN2 setting reserved to communication with the logic unit (CCU) of
equipments which are endowed with. Settings allowed:

− SLAVE1 to SLAVE12

NOTE: in Northia and Thalna line Txs equipped with the
dual−exciter configuration, CCU unit requires SLAVE2
address for EXCA and SLAVE2 for EXCB.

	 HPA TYPE set the type of HPA used (1, 2, 3 PALLET/NOT USED), when the
unit operates also as control logic of the transmitter.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 TX FWD ALM TH. sets the alarm threshold (dB) of the TX RF output power from
−10dB through 0.0dB in respect to the nominal output power.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 TX FWD F. SCALE sets the full scale indication of the TX output power.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 TX FWD CALIB. sets the measurement calibration of TX output forward power,
when the unit operates also as control logic of the transmitter.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

	 TX RFL CALIB. sets the measurement calibration of TX reflected power, when
the unit operates also as control logic of the transmitter.

A new setting of this parameter must saved to “flash memory”
(“� SAVE SETTINGS” command) otherwise at the unit switching
off, the setting is lost.

� SAVE SETTINGS saves to “flash memory” the settings carried out on calibra-
tions and on alarm threshold.

< SYSTEM >
> USER shows the command sent by the user (START/STOP).
> CONTROL shows the current command active (START/STOP). Under nor-

mal operating conditions the indications of “USER” and “CON-
TROL” are the same, but if an anomalous condition occurs
the user can send the “START” command, but the control
shows “STOP” indicating that an anomaly occurred.

> POWER OUT shows the status (NORMAL, FAULT) of TX RF output.
> UNB.LOAD TEMP. shows the status (NORMAL, FAULT) of the heat sink of the unba-

lance load of the output combiner of the equipmnet where the
unit is housed.

> UNB.LOAD PWR shows the power (W) dissipated on the unbalance load of the
output combiner of the equipmnet where the unit is housed.

> CABINET TEMP. shows the temperature (oC) inside the cabinet.
> EXT. INTERLOCK shows the status of transmitter interlock chain (OPEN, CLOSED)
< INPUT >
> ACTIVE TS shows current transport stream (ASI IN 1/ASI IN 2)
> PRIM. TS SOURCE shows current primary transport stream (ASI IN 1/ASI IN 2)
> SEC. TS SOURCE shows current secondary transport stream (ASI IN 1/ASI IN 2)
> MODULATOR MODE shows current modulator active (DVB−T/DVB−T2)
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<  TS PRIMARY/SECONDARY >
> SYNC LOSS shows the status (OK, ALARM) of the relevant parameter
< REFERENCE >
> REFERENCE

SOURCE
shows the type of frequency reference set (auto/INTERNAL,

EXTERNAL)

> EXT 1PPS shows the status of 1PPS (OK, ALARM)
> INT 10 MHz shows the status of 10 MHz internal frequency reference (OK,

ALARM).

> EXT 10 MHz shows the status of 10 MHz external frequency reference (OK,

ALARM).

> E.10 MHz HOLDOVER shows the status (OK, ALARM) of the relevant parameter
> E.1PPS HOLDOVER shows the status (OK, ALARM) of the relevant parameter
< RF OUT >
> OUT FREQ. [Hz] shows the output frequency value (Hz) of the unit
> RF SYNTHESIS shows the status of synthesizer (OK, ALARM)
> RF OUT shows the status of RF output (OK, ALARM) of the unit
< HPA 1/2>
> POWER OUT shows the value (W) of HPA1/2 output power
> REFLECTED shows the value (W) of reflected output power of HPA1/2
> POWER IN shows the value (mW) of HPA1/2 input power
> V AMP shows the value (V) of the voltage power supply of HPA1/2

final stages

> HEAT SINK T. shows the temperature value (oC) of the amplifier stage heat
sink

> PRE DRIVER shows current absorption of the pre−driver (mA)
> DRIVER shows current absorption of the driver (mA)
> FINAL 1/2/3 shows current absorption of the final 1/2/3 (mA)
> HPA STATUS shows the status of the amplifier module (OK, FAULT)
> POWER SUPPLY shows the value (V) of the service voltage power supply of

HPA1/2

> INHIBIT shows presence/absance (PRESENT, ABSENT) of the inhibit con-
dition (RF signal processing interrupted)

> P.S. STATUS shows the status of the amplifier module power supply (OK,

FAULT)

> OVERDRIVE shows an overdrive condition of the amplifier module
> VSWR shows the presence of reflecetd power at the RF output of the

amplifier module (OK, FAULT).

> TRIP LOCK OUT shows the block conditon of the amplifier module due to a trip
lock out alarm

< CAN BUS >
> H.P.A. 1 shows the status of connection with H.P.A. 1. (CONNECTED, NO

COMM)

> H.P.A. 2 shows the status of connection with H.P.A. 2. (CONNECTED, NO

COMM)

> P.I.B. shows the status of connection with P.I.B. board (CONNECTED,

NO COMM)

<  DETAILS>
> SCPI Code 1 FOR INTERNAL USE
> SCPI code 2 FOR INTERNAL USE
> SW Version shows the current software version of the unit (MEX−II v2.16)
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2.5 REMOTE CONTROL (Webservice operation)

MEX II is fully controllable over Ethernet by means of the Webservice function (Web browser
control). A suitable “Ethernet” connector is available on unit rear panel ([“ETH” − 12] on
Fig. 2.2) for the connection to a PC.

MEX II also allows to remote control the transmitter where it is housed with Webservice func-
tion. A suitable “Ethernet” connector is available on unit rear panel (“TX ETH” − [10] on
Fig. 2.2) for the connection to a PC.

2.5.1 MEX II Webservice main page

Connection to the Webservice function is established simply by entering in the Web browsers
address field the IP address of MEX II unit. The IP address is read on “EXC. IP” menu.As soon
as the connection has been opened the primary control and status page will appear. The
page is divided into an upper section and a lower section.

The upper section provides a graphic representation of the block schematic of the device.
The block schematic provides general status information about the device and serves as nav-
igation tool for accessing specific status and configuration menus.

The lower section provides space for simultaneous display of three control and status panels
for specific functional areas of the unit. The control panels are easily adapted to the current
activity by dragging−and−dropping the required functional block from the upper section of the
screen to the lower section of the screen (see paragraph 2.5.1.1 for details).

In case an alarm condition exists for one of the functional elements shown in the upper sec-
tion of the screen the particular element will be shown in red color. Functional elements that
are in the normal operational status will be shown in green color. Functional blocks that are
not used in the current configuration are shown in grey color.
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2.5.1.1 Webservice − Operation principle

2.5.1.1.1 Control panel configuration

The control panel (lower section of the screen) is easily adapted to the current activity by
dragging−and−dropping the required functional block from the upper section of the screen to
the lower section of the screen. Control panels for three functional blocks can be open simul-
taneously in the lower section.

The ’Functional Blocks’ in the upper section of the screen can be subdivided into three types:

� Main function block: a main function block holds the top level control and status paramet-
ers for a specific function. These blocks are identified by the blue labe ’attached’ above the
block (white text on blue background). In the below example screen print main functional
blocks exist for the sub−functions Input , RF output and Output.

� Specific function block: a specific function block holds control and status functions for a
specific function within a ’Main functional block’. In the below example screen print it can
for example be noted that the Input main block contains specific functional blocks for the
ASI Inputs and the Switching functions. Likewise, it can be seen that the Output block
contains specific functional blocks for RF Output and Precorrection functions.

� Interface points: The various interface points in and out of the unit presented in the upper
section of the block are themselves mini functional blocks and similar to the main and spe-
cific functional blocks these points can be dragged−and−dropped to the lower section of
the screen whenever it is desired to check or set parameters related to the specific point.
In the below screen print it can for example be noted that individual connection points exist
for 10MHz (out) and 1PPS (out).

Main Function
Block (exam-
ple)

Interface Point
(example)

Specific Function Block
(example)
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2.5.1.1.2 Parameter control for Main Function Block

To access the control panel for a main function block (for example ’Mode’ block) proceed as
follows:

1. Place the cursor over the blue label of the block of interest (for example ’Mode’ block).

2. Press the left mouse button.

3. While keeping the left mouse button pressed drag the block to the lower section of the
screen.

4. When the block has been dragged to the lower section release the left mouse button. The
control panel that is associated with the block will now open in place of the panel over
which the block was dropped. The block may freely be dropped in any of the three panels
(left, centre or right) in accordance with the preferences.

1. Place the cursor
over the blue
label

2. Press the left
mouse key. 3. While keeping the left

mouse key pressed
drag the block to the
lower section of the
screen

4.. When the block is placed in
the desired panel (left, centre
or right) release the left
mouse key. The new control
panel will now automatically
open
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2.5.1.1.3 Parameter control for Specific Function Block

To access the control panel for a specific function block (for example ’HPA Coder’ block) pro-
ceed as follows:

1. Place the cursor over the block of interest (for example ’HPA Coder’ block).

2. Press the left mouse button

3. While keeping the left mouse button pressed drag the block to the lower section of the
screen

4. When the block has been dragged to the lower section release the left mouse button. The
control panel that is associated with the block will now open in place of the panel over
which the block was dropped. The block may freely be dropped in any of the three panels
(left, centre or right) in accordance with the preferences.

3. While keeping the left
mouse key pressed
drag the block to the
lower section of the
screen

4.. When the block is placed in
the desired panel (left, centre
or right) release the left
mouse key. The new control
panel will now automatically
open

1. Place the cursor
over the block

2. Press the left
mouse key.
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2.5.1.1.4 Parameter control for Interface point

To access the control panel for a specific Interface point (for example ’RF Monitor’ of Input)
proceed as follows:

1. Place the cursor over the block of interest (for example ’RF Monitor’ of Input).

2. Press the left mouse button

3. While keeping the left mouse button pressed drag the ’Interface point’ to the lower section
of the screen

When the ’Interface point’ has been dragged to the lower section release the left mouse but-
ton. The control panel that is associated with the connection point will now open in place of the
panel over which the Interface point was dropped. The Interface point may freely be dropped
in any of the three panels (left, centre or right) in accordance with the preferences.

3. While keeping the left
mouse key pressed
drag the interface point
to the lower section of
the screen

1. Place the cursor
over the inter-
face point

2. Press the left
mouse key.

4.. When the interface point is
placed in the desired panel
(left, centre or right) release
the left mouse key. The new
control panel will now auto-
matically open
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2.5.1.1.5 Access to system parameters

A number of system oriented parameters can be accessed by left−clicking the [System] but-
ton located in the lower−left corner of the web page. To access a specific system (for example
saving or loading a device preset) proceed as follows:

1. Left click the [System] button. A menu including the various choices will now open up
above the [system] button.

2. From the menu select the required function (for example ’Preset’ management) by left
clicking the point in the menu. Be sure the cursor “ ”  changes to index−finger “�”.

3. The corresponding control panel will now open up in the lower section of the screen in
place of the three regular control panels.

4. When the setting of interest has been verified/changed as required the “System” control
panel is closed again by left clicking the [X] in the top−right corner of the panel.

2. From the system menu
select the required sub menu
(for example ’Preset’) by left−
clicking the menu point

3.. When the parameter of interest
in the system menu has been
verified or set as required click
the [x] to close the system
menu and revert to the normal
three−panel display

1. Left−click the
[SYSTEM] but-
ton to open the
system confgu-
ration menu.
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2.5.1.1.6 Setting of a parameter value

To change the setting of a specific user parameter, proceed as follows:

1. If not already available for modification move the functional block in which the parameter
resides to the control panel in the lower section of the screen as described above.

2. Place the cursor over the location in the control panel where the parameter of interest resi-
des and click the left mouse button to set the point in focus. Depending on the type of input
set the new value as required. The input can be ’alpha−numeric for input by keyboard’ or
based on a drop−down list holding the valid choices or based on a tick−box or radio−but-
ton system. Notice that some fields are status shows only (read only) and that it conse-
quently isn’t possible to access these fields for parameter change.

3. When the new value has been specified the border of the field in question will be presen-
ted in a light blue color to indicate that a new value has been specified but not yet imple-
mented/confirmed.

4. To implement/confirm the new value move the cursor to [Apply] button and click the left
mouse button to confirm the entry.

5. When the new value has implemented/confirmed the light blue border around the para-
meter input field will return to the normal black color.

Clear button for cance-
ling a modified but not
yet implemented/confir-
med parameter value

Parameter box of the
read−only type (status
only). This box differs
from the ’input’ type of
box by the absence of the
grey border that characte-
rizes the boxes for alpha−
numeric input.

Parameter control for numeric
input. Specify the value using
the keyboard after selecting
the control by leftclicking the
mouse. Note the grey border
which indicates that this box
accepts user input.

Parameter control of the ’tick−box’
type. Left click the control to toggle
the value between the two possible
states

Parameter control of
the ’drop−down’ list
type. The control will
provide the list of valid
choices for selection
when left−clicked with

Parameter control of
the ’radio−button’ type.
Select a new value by
left−clicking the value
in the control.

Apply button for
implementing/con-
firming the new
parameter value
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2.5.2 Transmitter Webservice interface

NOTE!

This function is available only if MEX−II operates as “control unit” and driver stage of a TX. The
units operating in standalone configuration are not endowed with this feature.

If this interface is absent a “SUMMARY” functional block showing the transmitter status, is pre-
sent on the main page.

Connection to the Webservice function is established simply by entering in the Web browsers
address field the IP address of MEX II unit (i.e.: 10.0.12.248). The IP address is read on “TX
IP” menu.

The web interface includes four tabs:

� TX CONTROL LOGIC including three frames: GENERAL, COOLING and COMMUNICATION GEN-
ERAL includes information about the TX RF output and the status of the
units.
COOLING includes information about the temperature of the cabinet
and the unbalance load.
COMMUNICATION gives information about the communication of the eth-
ernet boards.

� HPA 1 /2 including four frames: CURRENT & POWER SUPPLY, RF POWER & TEMPERA-
TURE, DIGITAL STATUS and COMMUNICATION.
CURRENT & POWER SUPPLY shows information about the current absorp-
tion and voltage power supply of pre−driver, driver and final stages.
RF POWER & TEMPERATURE shows information about the RF output
power values of the module and about the heat sink temperature.
DIGITAL STATUS shows information about the status of the module.
COMMUNICATION gives information about the communication of CAN
bus.

� HISTORY summarizes the hisstory log of all events and alarms occurred.

Each tab is accessed left−clicking on it. In all the screen shots of the three tabs, the operating
conditions of a paarmeter are tagged with different colors as follows:

�   green tag, for regular condition;

�   yellow tag, for warning condition;

�   red tag, for alarm condition;

�   gray tag, for numerical values.

The page is automatically refreshed every 60 seconds: the countdown is displayed here
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2.5.2.1 Webservice operations (Command execution)

Once the connection to the Webservice function is established, only reading the tabs is allo-
wed. In order to set data and/or sending a command it is necessary to be logged in. To log in
(refer to the pictures here below):

1. click on “ (*) User ID” field and enter “admin” (default user name);
2. click on “ (*) Password” and enter “system” (default password).

The user name and the password are managed through a telnet session. If the default user
name and the password have been changed, then the new ones must be used (further details
in appendix “Ethernet Interface Installation guide”.

Simply enter your username and password the first time you send a command: the password
will be stored until you close your browser.

1. 2.

3. Click “Execute”
1. Click on “Commands” field.
2. Select the command to be executed

SENDING COMMANDS
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2.6 CHANGING THE TRANSMISSION CHANNEL (FREQUENCY)

Changing the transmission channel (frequency) is allowed via web server; operate as fol-
lows:

1. Place the cursor over ’RF Output’
block and press the left mouse button
keeping it pressed.

2. Now drag ’RF Output’ block to the
lower section of the screen and
release the left mouse button.

3. Digit the wanted value of the fre-
quency in “Frequency” box of ’RF
Output’ block.

4. To implement/confirm the new value
move the cursor to [Apply] button and
click the left mouse button to confirm
the entry.

2.7 REGULATION OF RF OUTPUT POWER

The RF output power of the unit can be set via web server; operate as follows:

1. Place the cursor over ’RF Output’
block and press the left mouse button
keeping it pressed.

2. Now drag ’RF Output’ block to the
lower section of the screen and
release the left mouse button.

3. Digit the wanted value of the output
level in “Level” box of ’RF Output’
block.

4. To implement/confirm the new value
move the cursor to [Apply] button and
click the left mouse button to confirm
the entry.
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3: MAINTENANCE

3.1 INTRODUCTION

3.1.1 Introduction to Maintenance

The purpose of this section is to assist the maintenance personnel in keeping the unit at best
operational status. Maintenance can be subdivided into the following actions:

− PREVENTIVE MAINTENANCE,

− CORRECTIVE MAINTENANCE.

Preventive maintenance refers to maintenance procedures which have to be carried out peri-
odically so as to prevent malfunctions. Corrective maintenance includes a series of tables
representing a troubleshooting guide used to locate the most likely area where a malfunction
has occurred or reference to the unit manuals.

3.1.2 Types and Levels of Maintenance

The type and level of maintenance to be carried out on unit depends on the adopted mainte-
nance policy, and depends entirely on the operational requirements and level of experience
of the maintenance personnel. In general, there are three maintenance levels that can be
carried out:

1st Level (On site), including the following tasks:
� switch−on and switch−off procedures, also for emergency situations;
� activation and/or deactivation of operative and semi− operative functions, which can

be performed on the relative control panel;
� replacement of fuses and monitor lamps located both on panels and switches;
� preventive maintenance on both mechanical and electrical/electronic parts. The main-

tenance tools and instruments will be simple to use (e.g. spanners, screwdrivers,
multimeters etc.);

� corrective maintenance which includes the replacement of units or sub−assemblies.
These do not require complicated procedures or adjustments and are coherent with
the capabilities of the maintenance personnel.

2nd Level (On Site), including the following tasks:
� all first level maintenance tasks;
� all corrective maintenance operations which require the use of instruments which are

not part of the equipment (e.g. oscilloscope, counters, function generators, ect.);
� all on−site alignments from a single module up to the whole system;
� troubleshooting procedures;
� corrective maintenance which includes the replacement of faulty modules;
� corrective maintenance of mechanical parts;
� setting of semi−operative variables (setting−up optimization) depending on the opera-

tional environment and requirements;
� evaluation of the performance of the Equipment  and of the System.

3rd Level (Laboratory)
This is the highest maintenance level that can be performed and includes procedures
which allow the personnel to isolate and replace faulty components. This level also
includes adjustment procedures for the repaired modules, as well as the calibration of
the instruments used by the maintenance personnel on site.
The way this maintenance is carried out depends on the available technical resources
and logistic infrastructure. The technical personnel working at this level should have
specific knowledge of the laboratory instruments and tools, and should be skilled in
carrying out repairs to a high quality standard.
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3.1.3 Maintenance Tools

Maintenance tools include Commercial, Standard and Special Tools used for the 1st and 2nd
levels of Maintenance. Commercial Tools include the tools normally used for the mainte-
nance activities (screwdrivers, pliers,soldering irons, etc.) and are normally available on the
local market. Standards Tools include those materials considered as standard for mainte-
nance activities (coax cables of standard length, coax adapters, etc.) and are available on the
local market and/or from the manufacturer of the unit. Special Tools include tools prepared by
the manufacturer for maintenance requirements and are available only from the manufac-
turer of the unit for which they are designed.

3.1.4 Test Instruments

The Test Instruments required on−site in order to carry out the maintenance activities are
listed in paragraph 3.4 ”Maintenance Procedures”. Please note that all the listed Test Instru-
ments are of commercial type and may be substituted by equivalents available on the local
market.

3.2 PREVENTIVE MAINTENANCE

This paragraph deals with the suggested preventive maintenance operations to guarantee
continued performance of the RF Amplifier Unit.

All unit parts shall be examined to check for dust or dirt, overheating, loose screws and for-
eign bodies. Dust, for example, may cause current discharges or leakages.

1) Frames
Frames, through which the ventilation air flows, need to be internally cleaned from dust.
Cleaning can be carried out using a vacuum cleaner for the accessible parts or a clean, dry
cloth or bristle brush.

2) Printed Circuit Boards (PCB)
PCBs shall not be removed unless dust is noted on their surface. In this case, the PCBs
shall be removed one at a time. Use only moderately compressed air or a soft bristle brush
to remove the dust. Clean the lance contacts of the connectors on the PCB using a bristle
brush soaked in pure alcohol.

3) Power Supply Modules and Converters
Removal of the dust accumulated on the housing and components is normally sufficient to
clean power supply modules. To clean the PCBs extract them from the Module, then care-
fully clean the connector pins using a bristle brush soaked in pure alcohol.

4) Indicator Lamps
Lamps must be well inserted in their socket. Remove any trace of corrosion, oxidation or
dirt by the use of a cloth soaked in carbon tetrachloride.

5) Fuses
Fuse tips are subject to oxidation and must be periodically removed from their holders to
check for any presence of oxidation. The oxidation or dust increases the resistance of the
electrical circuit. Fuse tips shall be cleaned using a cloth soaked in carbon tetrachloride.

FUSES SHALL BE REMOVED ONE AT A TIME IN ORDER TO AVOID INSERTING
THEM INTO A WRONG HOLDER.

THE VALUE PRINTED ON THE FUSES SHALL CORRESPOND TO THAT
PRINTED ON THEIR OWN HOLDERS.

� TIP

6) Connections Cables
Connection cables shall be periodically examined to ensure that breaks in the external
insulating coating are not present to cause possible short-circuits. Cover the parts show-
ing deterioration of the insulating coating. Coaxial cables shall be carefully examined
since they can be easily damaged by crushing or sharp bends. Connectors shall be
checked to ascertain that corrosion is not present on their metallic contacts. Cables show-
ing damages must be protected and eventually replaced.
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7) Terminal Boards
Terminal boards shall be examined to ascertain that there are no traces of dirt, loose wires
or excess solder on the terminals, which could cause undue contacts with the adjacent
terminals. Fixing screws or mounting brackets shall be tightened. Terminal boards shall
be cleaned using a dry cloth or bristle brush.

8) Resistors
Resistors shall be checked for evidence of cracks, discoloration or ”cooking”. Discolor-
ation indicates that the resistor is subject to overload which could be caused by an incor-
rect operation of the circuit. Examine resistor leads for dust, dirt or loose connections.

9)Transformers and Coils
Examine transformers and coil leads for any trace of dust, dirt or humidity. Check that they
are secured in their seats; tighten fixing screws and mounting brackets. Housings, termi-
nals and insulators supporting transformers and coils should be free from foreign objects.
Use a dry cloth or, if necessary, moisten the cloth with a suitable solvent. Should the wiring
be corroded, tag each wire, disconnect and clean the contact surface using emery paper
with a fine grain and then clean the surfaces using a clean cloth. Reconnect the wires.

10)Potentiometers and Variable Resistors
Potentiometers and variable resistors, with the exception of those with special features
and mounting, shall be examined to ascertain that there is not mechanical backlash. If
necessary, disassemble the knob mounted on the axis and tighten the locking screw. The
knob must be reassembled in its original position. The housing, if any, must be cleaned
from dust by using a bristle brush or compressed air. Ascertain that there are no traces of
overheating which indicates an irregular operation of the circuit on which the potentiome-
ter or the variable resistor is inserted. Look for the cause of overheating and eliminate it as
soon as possible.

3.3 CORRECTIVE MAINTENANCE

Causes which give rise to a corrective maintenance action can derive from:
� Out of tolerance conditions of standard levels, waveforms and timings, detected during

preventive maintenance;
� Failure conditions shown either by indicator lamps, displays, LEDs located on PCB (if

any), TTY diagnostic print outs.
� Failure conditions detected by operative personnel.

Restoring the unit to operation in a short time also depends on the availability of spare parts
and components.

3.3.1 Corrective Maintenance Concepts

1) The corrective maintenance involves the location and isolation of the failure at site level.
One or more failed replaceable parts may correspond to each failed function. These parts
are classified as follows:
� repairable PCB’s and assemblies;
� single components not included in the above repairable items.

2) Once the failed part has been isolated, it shall be replaced with a serviceable one from the
available spare parts. The replaceable parts of the ”single components” type (i.e. fans,
pushbuttons, transformers, relays, etc.) once replaced shall be discarded. The repairable
items shall be sent to the third maintenance level (laboratory) where they shall be repaired
by using Test Stations, repair procedures and personnel suitable for this Level of mainte-
nance. In the same area, calibration and repair of the instruments and tools, both for site
and laboratory maintenance will be accomplished.
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3.4 MAINTENANCE PROCEDURES
The maintenance procedures can be utilized for periodic performances checks or after a sub-
stitution of failed component or board.
Remove the top cover of the unit in order to access Amplifier stage; the arrangement is shown
in Fig. 3.1. Remove the electric shield to access the components.
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Fig. 3.1 − MEX II final stages arrangement (bottom view)
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3.4.1 Necessary test equipment and preliminary operations

A digital multimeter (e.g.:”Fluke” model 87) is required the functional check of the unit. The
following procedure must be performed without RF output power: for the purpose press
“STOP” push−button on unit front panel.

3.4.2 Functional checks of ”RF AMPLIFIER UHF MEX DVB−T2” p/n. 4040013911

Remove the top cover of the unit in order to access the amplifier stage; pallet arrangement
inside the unit is shown in Fig. 3.1. Remove the electric shield to access the components. The
functional checks on the pallet can be carried out by following the indication given in Tab. 3.1.

Tab. 3.1 − Functional checks on RF AMPLIFIER UHF MEX DVB−T2 stage

checking measure point / 
component

measurements regulation

Transistors
power supply

T1, T2 ”drain” 26VDC � 0.3VDC

T1 biasing
(quiescent curr.)

R23 0.045mV rotate R14 and R15 com-
pletely anticlockwise (mini-
mum of the current); adjust
R14 in order to read on digi-
tal voltmeter a drop voltage
of 0.045mV corresponding
to a quiscent current of
450mA

T2 biasing
(quiescent curr.)

R24 0.045mV adjust R15 in order to read
on digital voltmeter a drop
voltage of 0.045mV corre-
sponding to a quiscent cur-
rent of 450mA

Fig. 3.2 − AMPLIFIER stage (p/n. 4040013911) (layout)

R23 R24

R14 R15
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1 INTRODUCTION
������������������������������������������

1.1 Application notes

The following rules apply to radio-transmitters, included every auxiliary equipment
requested for their functioning, working under the responsibility of trained personnel.
Antennas system and their supplying lines are excluded.

1.2 Purpose

The content of this section provides information concerning safety precautions which
must be observed by the operating personnel. Para. 4 provides in addition, an abstract of
the “Appendix E of CEI EN 60215 Safety Rules”.

The information given throughout this section concerns the safety operations (protection
against electric shock, burns, dangerous radiations, sundry risks) and the specifications
on handling and disposal of beryllia devices.

These directions do not ensure necessarily the safety of not-trained personnel operating
with the equipment when it is not working in normal conditions.

1.3 General

Electrosys® equipments have been designed and manufactured taking into due consider‐
ation:

� personnel safety requirements as specified by IEC 215 Standard;

� Council recommendation of 12 july 1999 on the limitation of exposure of the general
public to electromagnetic fields (0Hz to 300GHz) [1999/519/EC].

Depending upon the material to be highlighted, the following attention headings are used
in the technical content.

WARNING!

An operating or maintenance procedure, practice, condition and statement
which, if not strictly observed, could result in injury to or death personnel.

CAUTION!

An operating or maintenance procedure, practice, condition and statement
which, if not strictly observed, could result in damage to or destruction of

equipment or loss of mission effectiveness.

NOTE!

An essential operating or maintenance procedure, condition and statement
which must be highlighted.

When a precaution is required which relates specifically to a part of the technical content,
the information is given in the relevant part of the manual. WARNING and CAUTIONS pre‐
cede applicable text.
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2 SAFETY OPERATIONS
������������������������������������������

2.1 Introduction

The following are  general safety precautions that are not related to any specific procedure
and therefore do not appear elsewhere in this publication. These are recommended pre‐
cautions that personnel must understand and apply during many phases of operation and
maintenance.

KEEP AWAY FROM LIVE CIRCUIT

Operating personnel must at all times observe all safety regulations. Do not replace com‐
ponents or make adjustment, inside the equipment with the high voltage supply turned on.

Under certain conditions, dangerous potentials may exist when the power breaker is in the
OFF position, also due to charges retained by capacitors. To avoid casualties, always
remove power and discharge and ground a circuit before touching it.

DO NOT SERVICE OR ADJUST ALONE

Under no circumstances should any person initiate servicing or adjusting the equipment
except in the presence of someone who is capable of rendering aid.

2.2 Electric shock

Factors affecting electric shock consequence are:
- amount of current flown thru human body;
- current path thru human body;
- contact duration.

The following table gives probable effects of electric shock described by MIL-STD-454C
specification.
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁÁCURRENT (mA)

ÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁEFFECTÁÁÁÁÁÁÁÁ

ÁÁÁÁÁÁÁÁ
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ÁÁÁÁÁÁÁÁÁÁ

FATAL

2.3 Rescue

In case of electric shock, shut off the high voltage at once and ground circuits. If the high
voltage cannot be turned off without delay, free the victim from the contact with the live
conductor as promptly as possible.

Avoid direct contact with either the live conductor or the victim's body. An axe with a dry
wooden handle may be used to cut the high voltage wire. Use extreme caution to avoid the
resulting electric flash.

2.4 Resuscitation

Personnel working with or near high voltage should be familiar with modern methods of
resuscitation. Such information may be obtained from the Bureau of Medicine and Sur‐
gery.
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2.5 Emergency First Aid instructions

WARNING!

VOLTAGES THAT ARE DANGEROUS TO LIFE ARE INVOLVED
IN THE OPERATION OF THIS ELECTRONIC EQUIPMENT.

OPERATING PERSONNEL MUST AT ALL TIMES OBSERVE
ALL SAFETY REGULATION.

DO NOT CHANGE TUBES OR MAKE ADJUSTMENTS INSIDE
THE EQUIPMENT WITH THE VOLTAGES APPLIED.

DANGEROUS CONDITIONS MAY EXIST IN CIRCUITS WITH
POWER CONTROLS IN THE ”OFF” POSITION DUE TO

CHARGES RETAINED BY CAPACITORS, ETC.

ALWAYS DISCHARGE AND GROUND CIRCUITS PRIOR TO
TOUCHING THEM TO AVOID PERSONAL INJURY OR LOSS

OF LIFE.

Personnel engaged in the installation, operation, or maintenance of this equipment or
similar equipment are urged to become familiar with the following rules both in theory and
practice. It is the duty of all operating personnel to be prepared to give adequate Emer‐
gency First Aid and thereby prevent avoidable loss of life.

2.5.1 Rescue breathing
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1. Find out if the person is
breathing.

You must find out if the
person has stopped
breathing. If you think he
is not breathing, place him
flat on his back. Put your
ear close to his mouth and
look at his chest. If he is
breathing, you can see his
chest move up and down.
If you do not feel the air or
see the chest move, he is
not breathing.
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2. If he is not, open the air‐
way by tilting his head
backward.

Lift up up his neck with
one hand and push down
on his forehead with the
other. This opens the air‐
way. Sometimes doing
this will let the person
breathe again by himself.
If it does not, begin rescue
breathing.
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3. If he is still not breathing
begin rescue breathing:

Keep his head tilted
backward.
Pinch his nose shut.
Put your mouth tightly
over his mouth.
Blow into his mouth once
every five seconds.
Do Not Stop Rescue
Breathing Until Help
Comes.

LOOSEN CLOTHING
KEEP WARM

Do this when the victim is
breathing by himself or help
is available. Keep him quiet
as possible and from
becoming chilled. Other‐
wise, treat him for shock.
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2.5.2 Burns

SKIN REDDENED:
Apply ice cold water to burned area to prevent burn from going deeper into skin tissue.
Cover area with clean sheet or cloth to keep away air.
Consult a physician.

SKIN BLISTERED OR FLESH CHARRED:
Apply ice cold water to burned area to prevent burn from going deeper into skin tissue.
Cover area with clean sheet or cloth to keep away air. treat the victim for shock and take to
hospital.

EXTENSIVE BURN-SKIN BROKEN:
Cover area with clean sheet or cloth to keep away air. Treat the victim for shock and take to
hospital.

3 SPECIFICATION ON HANDLING AND DISPOSAL OF BERYLLIA
DEVICES

������������������������������������������

3.1 Handling

Normally the components can be handled without risk, but there is a toxic hazard if beryllia
dust from a damaged component is inhaled or implanted in the skin. It is therefore neces‐
sary to follow the indications described below:
� cover cuts and abrasions with dressing;
� wear disposable gloves;
� do not eat, drink, smoke, make up;
� wash hands and face after the contact with these damaged components;
� if beryllia penetrates under the skins through cuts or abrasions, the wound has to be
cleaned and treated by a qualified medical personnel.

3.2 Disposal

The disposal procedure is normally laid down by Operating Authority and must be strictly
adhered to. However, in the absence of such instructions the following points will be of
assistance.
The disposal procedure is divided into two categories:

� Electrically faulty, but not mechanically damaged.
The faulty component should be placed in a polythene bag which is to be sealed and
placed in a Beryllia scrapbox (1).

� Mechanically damaged components.
Using disposable gloves and tweezers, all visible parts are to be placed in a polythene bag
which is to be sealed and placed in a Beryllia scrapbox (1).
Still wearing gloves, clean the area with a damp cloth then place the cloth and gloves into a
polythene bag, seal the bag and place it in a Beryllia scrapbox.
The hands must be thoroughly washed after handling damaged components.

____________________________________________________________________________
(1) Ideally the Beryllia scrapbox is a sealed metal container clearly marked with a warning.
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4 ABSTRACT OF APPENDIX “E” OF CEI EN 60215 SAFETY RULES
������������������������������������������

E Guide to safety precautions which must be observed by the per‐
sonnel operating with radio-transmitters

E.1 INTRODUCTION

For the safety of the staff working on radio-transmitters and associated equipment, a full
evaluation of the several dangers which may occur is necessary.
The considered factors are:
� the special precautions which have to be taken in presence of voltages over 1000V of

peak;
� the special precautions which have to be taken when high radiofrequency voltages,

often higher than the previous ones, are being used;
� the effects of electromagnetic fields, present by the antennas and their conductors,

which may present dangers of fire for the surroundings, of electric shock and of burns
for the staff;

� dangers of explosion in presence of inflammable gas;
� dangers of falls of the staff working on structures or buildings, which can get worse

because of shakes caused by the accidental contact with conductors under voltage.

E.4 A RADIO-TRANSMITTER'S FUNCTIONING
E.4.1 The equipment has to be kept in such a way as to fulfil the safety rules.

E.4.2 A person, competent and certified by the responsible units, has to make sure, at regular
intervals, of the good functioning of the equipment and of the protection and safety
devices.

Functioning tests have to be carried out on door block devices, on mechanical blocks, on
line-  and earth breakers, on parallel resistors, and on protection devices against overvol‐
tages and overcurrents.

The above said tests have to be carried out as well when a protection or safety device
works after a failure has occurred.

The safety devices have not either to be altered or disconnected, except for the substitu‐
tion, nor to be modified without approval, in any case, of the responsible units.

E.4.3 All the covers assuring protection against accidental contacts with parts under dangerous
voltage must be kept in their position during the ordinary service. They can be taken off, for
maintenance or repair operations, only under the responsibility of the charged staff.

E.4.4 All the covers and metal casings of the electric and electronic equipment have to be
grounded with effective methods, and particular attention must be paid to the mainten‐
ance of these connections to the protection ground.

E.4.5 The rooms occupied by parts of equipment having open structure are considered as
fences.

E.4.6 If a radio transmitter is put under voltage, the trained person in charge of it has to per‐
sonally verify that: no other person is working on the transmitter or on the associated
antenna; that each work carried out is sufficiently completed in order to allow the trans‐
mission; that no tool, test equipment or portable lamp remains inside or on the transmitter;
and that all test or auxiliary equipment used for the tests has been disconnected.
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E.6 PROCEDURE TO VERIFY ABSENCE OF VOLTAGE
After the equipment has been sectioned, the absence of voltage has to be verified on the
work place. This can be carried out by using voltage indicators, measuring instruments,
neon lamps indicating radiofrequency voltages or any other convenient means.

E.7 WORK ON CIRCUITS UNDER VOLTAGE
Work on circuits under voltage with peak voltages over 72V, or in proximity of such circuits,
has to be reduced to the lowest. Such a work can be performed only if the following condi‐
tions are fulfilled.
� The work has to be carried out by an authorized person, qualified in electrical engineer‐

ing, supervised at least by another person who has been trained and who can immedi‐
ately interrupt the voltage, and furthermore who has been trained to administer first aid
through artificial respiration and heart massage.

� No risk of  ionizing or non-ionizing radiation has to exist.
� The work has to be carried out in such a way as not to run the risk of formation of arcs or

currents through the body.
� For the safe execution of the work, adequate equipment, devices and test tools have to

be employed.
� Adequate safety measures for the indication of the dangerous areas have to be taken.
� The work has to be carried out only for urgent reasons, e.g. if it is not possible to carry

out the work or locate a failure in absence of voltage.

____________________________________________________________________
NOTE In some Countries stricter rules and/or regulations may be applied.

E.8 OTHER DANGERS
E.8.1 DANGERS OF RADIOFREQUENCY RADIATIONS

a) The utmost power levels in the field of microwaves and/or lower radio frequencies
electric or magnetic field, which the staff can be exposed to, have not to exceed the
limits foreseen by the laws of the considered Country. For those Countries where a
national law for the levels of non-ionizing radiation does not still exist, directions from
the IEC 657 and World Health Organization Publication can be obtained: “Hygienic
rules of the surrounding environment 16” (1981).

__________________________________________________________________
NOTE Limits given are applied to the radio transmitter, except for its antenna, in a frequency range from 30

MHz to 30 GHz. Under 30 MHz, higher limits can be appropriate.

b) During the transmission period the staff has never to look directly at a radiator, spot‐
light, waveguide or any other irradiating element which concentrates energy in a nar‐
row, intense beam.
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ETHERNET INTERFACE USER'S GUIDE

1.1 INTRODUCTION

The Itelco Ethernet Interface has inside three Internet Protocol Suite protocols:

� HTTP

� Telnet

� SNMP

1.2 TELNET PROTOCOL

The manufacturer has developed Telnet server as a tools for changing basic parameters
remotely. For connection to Telnet server a Telnet client is needed.

1.3 OPENING A TELNET SESSSION

If you are connecting for the first time, these are the steps to follow:

1. Open the command prompt window, type “telnet <IP>” (in Fig. 2.1, the IP address is
10.0.12.248) and then push 'enter'. If the server does not answer, you have to wait a
few seconds and try again. The hardware that handles the Ethernet protocol needs a
while to initialize itself. If after some attempts the connection is impossible, you can reset
the system.

Fig. 2.1

2. For logging in, type “admin” and “system” as password. Now you are logged in (Fig. 2.2).

Fig. 2.2

1.4 HELP

Typing “Help”, the server will give a view of all command, of the syntax and a brief descrip‐
tion of each command (Fig. 2.3):

Fig. 2.3
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1.5 COMMANDS

The server parameters and privilege tables are stored in a no-volatile memory. The com‐
mands make it possible to set the basic server parameters. These are:

� IP address
� Subnet
� Gateway

1.5.1 Changing the server IP address, Subnet and Gateway

When the connection is established, using the default parameters you can change the server
ip address, subnet and gateway, with the following commands:

� “SrvSetCfg -i<new IP>”
type the new address here

� “SrvSetCfg -s<new subnet>”
type the new subnet here

� “SrvSetCfg -g<new gateway>”
type the new gateway here

You can change several parameters simultaneously typing the relevant commands, i.e:

� “SrvSetCfg -i<new IP>” -s<new subnet>”

Take note the new server IP address, because this will be the new IP address that you will
have to use for server connections.

Example: (Fig. 2.4) We want change the server ip address. The new ip address that we want
set is 10.0.12.249.

Fig. 2.4

NOTE!

Once the IP address, subnet and gateway have been changed, the telnet session
is terminated and you have to open a new one with the new IP address.
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1.5.2 Getting the server configuration

Typing “SrvGetCfg”, you get information on server configuration (Fig. 2.5).

Fig. 2.5

1.5.3 About server parameters commands

The privilege management is completely achieved for all protocols (HTTP, SNMP, Telnet)
through two tables.

The first one contains all users and the relevant passwords of the system.

Each user has only one level (from 0 to 3) showing the privilege of the user in the system man‐
agement.

“Level 3” user (System Administrator) can access any possible operation on the equipment,
that is:

� Telnet session for changing or updating the transmitter parameters and the users
parameters.

� FTP for firmware upgrading.
�  HTTP page (R/W) for reading information and sending commands to the equip‐

ment (supervisory system).
� SNMP. The SNMP access is managed with the community table. Then this table

will have a description.

“Level 2” user (Supervisor R/W can access:
� FTP for firmware upgrading.
� HTTP page (R/W) for reading information and sending commands to the equip‐

ment (supervisory system).
� SNMP. The SNMP access is managed with the community table. Then this table

will have a description.

“Level 1” user (Device Administrator) can access:
� HTTP page (R/W) for reading information and sending commands to the equip‐

ment (supervisory system).
� SNMP. The SNMP access is managed with the community table. Then this table

will have a description.

“Level 0” user (Read Only) can access:
� HTTP page (R) for reading information about the equipment (supervisory system).
� SNMP. The SNMP access is managed with the community table. Then this table

will have a description.

1.5.4 Getting the interface data

Typing “iface”, you get information on interface data (Fig. 2.6).

Fig. 2.6
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1.5.5 Snmp agent

Typing “SnmpGetCfg”, you get information on snmp agent configuration (Fig. 2.7).

Fig. 2.7

1.5.6 The SNMP community management

The SNMP protocol has a privilege management that we can consider disconnected to the
management for HTTP and Telnet. In particular the management is made through the com‐
munity table. There are 3 community and the related passwords that to default are:

Community Password Related level Description

Read only public 0 Read Only

Read/Write private 1 Read and Write commands

Trap Receiver trap 2 Receive Alarms

Changing the password requires to be a user of level 3 and to have the possibility to access to
Telnet and to use the command:

� “SnmpSetPwd -r<read> -s<set> -t<trap>”

type the new pwd of read
only community here

type the new pwd of read/write
community here

type the new pwd of trap recei‐
ver community here

1.5.7 Adding/Removing a trap destination

A trap destination is an IP address (max 5) to which the system sends notifications of events
occurred.

Typing “AddTrapDest”, allows you adding a trap destination (Fig. 2.8).

Fig. 2.8

Typing “RemTrapDest”, allows you removing a trap destination (Fig. 2.9).

Fig. 2.9
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1.5.8 User List

Typing “UserList”, you have the list of the users (Fig. 2.10).

Fig. 2.10

1.5.9 Adding/Deleting a User

In order to insert a new user type the command “UserAdd” (Fig. 2.11).

The user name or the password is a word up to 10 characters and not shorter of 4, consisting
of numbers or letters. The level is a number in the range (0 - 3).

type new user here

“UserAdd <userName> <level><0-3>”
type the level here

If the user name you want insert already exists, the server will send you an error message.

In the example of Fig. 2.11, the new user added is “operator” with level “3”.

Fig. 2.11

In order to delete a user type the command “UserDelete” (Fig. 2.12). In the example here
below the user “operator” has been deleted.

Fig. 2.12

Note that a user of level 3 can erase or update any user.

Default user of the unit is a level 3 user with user name “admin” and password “system”.
Adding a new user of level 3, overwrites the “admin” user.

NOTE!

Take note of the password of user “admin”.

Erasing the last user of level 3, restores ”admin” user with its pwd:

- “system” if it has not been changed;

- last pwd set if “system” has been changed.

WARNING!

The passwords cannot be recovered! If the only administrator user forgets its pas‐
sword, it is no more possible to open a telnet session.
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1.5.10 Modifying the User Password and/or level

In order to modify the user, type the command (Fig. 2.13):

“UserModPwd <userName>”
type the user name you want to modify the pwd

You have to type the old password and then the new one.

Fig. 2.13

The same operation leads to the modification of the user level (Fig. 2.14). Now the command
is:

“UserModLev <userName> <new level>”

type user name here type the new level here

Fig. 2.14

1.5.11 User Level Map

Typing “UsersShowLevs”, you get a map of the users with the associated levels (Fig. 2.15).
For further details refer to para. 1.5.3 “About server parameters commands”.

Fig. 2.15

1.5.12 Closing terminal session

Typing “Logout”, the connection is closed. The system will be reset and will be ready (after
few seconds) to accept a new connection.

NOTE!

If you do not press any key for 120 seconds, the session is terminated
due to timeout.
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