
WARNING!

Read User Manual BEFORE operating this device
Made in the UK  www.lucorobroadcast.com

Do not operate this equipment
with the covers or output load
removed. Refer installation and
servicing to qualified personnel

RADIO FREQUENCY
ENERGY CAN CAUSE
INJURY OR BURNS

lucoro

Ideal for expansion or densification of existing or new FM networks, without the need for program feeds, the

FMTX100RBRX features an integrated 87.5 - 108MHz rebroadcast receiver that, together with a linear modulator,

transmits an identical image of the parent station, along with its stereo and RDS subcarriers. Remote monitoring and

control options are provided via a rear panel 9-way D-sub connector.

With 125W output power, the FMTX100RBRX is perfect for cost conscious radio stations who demand

uncompromising performance. It meets or exceeds EMC and safety standards, and is compliant with broadcast

regulations. Reliability and efficiency is ensured by careful design and the use of high quality components.

100 Watt FM Rebroadcast Relay Transmitter

FMTX100RBRX
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Features Applications
Complete FM RBRX Relay Service

FM coverage expansion

Local fill-in station

Remote sites with no telecom feeds

125W RF output power

Integrated 87.7 - 108MHz Receiver

Digital IF

Latest enhancement mode FET RF amplifier
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Specifications

Lucoro Broadcast

Frequency:

Harmonics & Spurii:

I/O Control:

Temperature:

Voltage:

Lucoro Ltd, Clay Pit lane, Bar lane Industrial Estate, Roecliffe, York, YO51 9FS   United Kingdom

We reserve the right to alter specifications without notice.   E&OE.   Photographs and illustrations are for guidance only and do not form a contract.

www.broadcast.lucoro.co.uk   broadcast@lucoro.co.uk

Dimensions:

Weight:

RF Input:

Receiver:

RF Output:

Output Power:

2U 88 H x 482 W x 350 D (mm)

5.0kg

N female 50ohm

87.5 - 108MHz

N female 50ohm

20 - 125W

87.5 - 108MHz

-70dBc typical

9-way D-sub female

+0 to +42 Co o

100 - 250Vac 50-60Hz


